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FEATURES
•	 Tillman’s Cowhide offers optimal protection, and 

maximum comfort. 
•	 ANSI A7 cut resistance is achieved with a DuPont™ 

Kevlar® lining for unbeatable cut resistance, dexterity 
and comfort.

•	 ANSI Level 5 puncture and ANSI Level 4 abrasion 
protection. 

•	 Long lasting top grain pearl Cowhide palm and 
fingers is soft and pliable and provides the excellent 
tactile performance you expect from Tillman.  

•	 Double stitching on forefinger provides enhanced 
durability.

•	 Cinched cuff provides a secure fit and keeps debris 
from entering the glove.

•	 Offered in sizes XS, S, M, L, XL, 2X and 3X.

PACKAGING INFORMATION
•	 Each pair is individually carded and 12 or 6 pairs are packaged in a 

poly bag.
•	 Minimum Order Quantities:

S, M, L, XL – 12 pair per size 
2X and 3X  – 6 pair per size

° Case Quantity: 72 pairs per size

An excellent, all-purpose Drivers glove with ANSI A7 Cut Resistance.

DuPont™ and Kevlar® are trademarks or registered trademarks of E.I. du Pont de Nemours and Company.

WARNING:  This product can expose you to chemicals including Hexavalent Chromium (Chromium 6), which is known to the State of 
California to cause cancer and birth defects or other reproductive harm.  For more information go to www.p65warnings.ca.gov.

1457 ANSI A7 Cut-Resistant Drivers 
Glove for the most demanding jobs.

A7 CUT RESISTANT DRIVERS GLOVES 1457

A7 cut resistance and comfort – palm, back of 
hand and fingers.

ANSI Level 5 puncture and Level 4 abrasion 
protection.

Double stitching on forefinger provides extra 
strength.

Top grain Cowhide palm for added grip.

Rolled cuff for added fit and feel.

Keystone thumb for a natural feel.

Cinched cuff provides a secure fit and keeps 
debris from entering the glove.
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WARNING
Gloves are cut-resistant, not cut proof. Extreme caution should be used when handling sharp objects and around machinery.  Read, understand and follow all labels and 
instructions prior to use.  Inspect gloves before each use and remove from service if there is any evidence of damage or excessive wear.
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ANSI  PUNCTURE




