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Glove Material: Premium top grain Goatskin
Cuff Material: Split Cowhide
Lining: Para-Aramid
Stitching: DuPont™ Kevlar®
Closure: Cinched cuff

Size SKU L W H Wt L W H Wt L W H Wt

Small 1332S 11.25” 4.25” .5" .42 lbs. 11.25” 4.25” 5.5” 5 lbs. 15.5" 12.5" 25.5" 31.35 lbs.

Medium 1332M 11.75” 4.5” .6" .45 lbs. 11.75” 4.5” 5.5” 5.4 lbs. 15.5" 12.5" 25.5" 34.02 lbs.

Large 1332L 12.00” 4.75” .7" .47 lbs. 12.00” 4.75” 5.5” 5.6 lbs. 15.5" 12.5" 25.5" 35.28 lbs.

X Large 1332XL 12.50” 5.00” .8" .49 lbs. 12.50” 5.00” 5.5” 3.9 lbs. 15.5" 12.5" 25.5" 32.17 lbs.

2X Large 13322X 13.00” 5.25” 1.00" .55 lbs. 13.00” 5.25” 5.5” 3.32 lbs. 15.5" 12.5" 25.5" 39.24 lbs. 

3X Large 13323X 13.50” 5.50” 1.00" .59 lbs. 13.00” 5.25” 5.5” 3.55 lbs. 15.5" 12.5" 25.5" 42.60 lbs.

755

DuPont™, Nomex® and Kevlar® are trademarks or registered trademarks of E.I. du Pont de Nemours and Company.

▪ Construction sites
▪ Wind energy
▪ Utility crews
▪ Fabrication
▪ Steel Mills
▪ Oil & Gas
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▪ Premium top grain Goatskin.
▪ A6 cut resistance on the fingers, palm, back of hand and cuff.
▪ Cinched wrist for secure fit.
▪ Glide patch eases movement and protects side of glove when 
dragging a welding gun.
▪ Reinforced thumb for added strength.
▪ Straight thumb for best gun grip
▪ Sewn with DuPont™ Kevlar® for added strength
▪ Sizes:  S, M, L, XL, 2X, 3X

The Tillman’s 1332 TIG glove is designed so that Touch, feel, comfort and 
dexterity is emphasized with ANSI A6 cut resistance. 
We started with incredibly soft and supple goat skin that delivers a great 
sense of touch and feel. 
 
The palm, fingers, back of hand and the cuff are lined with a Para Aramid 
lining for ANSI A6 cut resistance and Level 3 puncture and Level 3 abrasion 
protection.

A glide patch provides heat relief on the side of the palm and protects the 
side of glove when resting on a welding table or hot metal.

Premium Goatskin  
TIG Welding Glove
With ANSI A6 Cut Resistance

1332

▪ Oil pipelines
▪ Demolition & salvage
▪ Shipyards
▪ Manufacturing
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Warning — Gloves are cut-resistant, not cut proof. Extreme caution should be used when handling sharp objects and around machinery.  Read, understand and follow all labels and instructions prior to use.  Inspect gloves 
before each use and remove from service if there is any evidence of damage or excessive wear.

Technical Specifications Applications
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Prop 65 Warning: This product can expose you to chemicals Hexavalent Chromium (Chromium 6), which is known 
to the State of California to cause cancer and birth defects or other reproductive harm. For more information go 

WARNING:  This product can expose you to chemicals including Hexavalent Chromium (Chromium 6), which is known to the State of 
California to cause cancer and birth defects or other reproductive harm.  For more information go to www.p65warnings.ca.gov.

WARNING
Gloves are cut-resistant, not cut proof. Extreme caution should be used when handling sharp objects and around machinery.  Read, understand and 
follow all labels and instructions prior to use.  Inspect gloves before each use and remove from service if there is any evidence of damage or excessive 
wear.
DuPont™ and Kevlar® are trademarks or registered trademarks of E.I. du Pont de Nemours and Company.

Description 
The Tillman’s 1332 TIG glove is designed so that touch, feel, 
comfort and dexterity is emphasized with ANSI A6 cut resistance. 

We started with incredibly soft and supple Goat skin that delivers a 
great sense of touch and feel. 

The palm, fingers, back of hand and the cuff are lined with a Para 
Aramid lining for ANSI A6 cut resistance and Level 3 Abrasion and 
Level 3 Puncture protection.

A glide patch provides heat relief on the side of the palm and 
protects the side of glove when resting on a welding table or hot 
metal.

Features
▪ Premium top grain Goatskin.
▪ A6 cut resistance on the fingers, palm, back of hand and cuff.
▪ Straight thumb for best gun grip.
▪ Cinched wrist for secure fit.
▪ Level 3 Abrasion and Puncture resistance.
▪ Glide patch eases movement and protects side of glove when 
  dragging a welding gun.
▪ Reinforced thumb for added strength.
▪ Sewn with DuPont™ Kevlar® for added strength.
▪ Sizes:  S, M, L, XL, 2X, 3X.
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Glove Material: Premium top grain Goatskin
Cuff Material: Split Cowhide
Lining: Para-Aramid
Stitching: DuPont™ Kevlar®
Closure: Cinched cuff

Size SKU L W H Wt L W H Wt L W H Wt

Small 1332S 11.25” 4.25” .5" .42 lbs. 11.25” 4.25” 5.5” 5 lbs. 15.5" 12.5" 25.5" 31.35 lbs.

Medium 1332M 11.75” 4.5” .6" .45 lbs. 11.75” 4.5” 5.5” 5.4 lbs. 15.5" 12.5" 25.5" 34.02 lbs.

Large 1332L 12.00” 4.75” .7" .47 lbs. 12.00” 4.75” 5.5” 5.6 lbs. 15.5" 12.5" 25.5" 35.28 lbs.

X Large 1332XL 12.50” 5.00” .8" .49 lbs. 12.50” 5.00” 5.5” 3.9 lbs. 15.5" 12.5" 25.5" 32.17 lbs.

2X Large 13322X 13.00” 5.25” 1.00" .55 lbs. 13.00” 5.25” 5.5” 3.32 lbs. 15.5" 12.5" 25.5" 39.24 lbs. 

3X Large 13323X 13.50” 5.50” 1.00" .59 lbs. 13.00” 5.25” 5.5” 3.55 lbs. 15.5" 12.5" 25.5" 42.60 lbs.
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DuPont™, Nomex® and Kevlar® are trademarks or registered trademarks of E.I. du Pont de Nemours and Company.
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▪ Premium top grain Goatskin.
▪ A6 cut resistance on the fingers, palm, back of hand and cuff.
▪ Cinched wrist for secure fit.
▪ Glide patch eases movement and protects side of glove when 
dragging a welding gun.
▪ Reinforced thumb for added strength.
▪ Straight thumb for best gun grip
▪ Sewn with DuPont™ Kevlar® for added strength
▪ Sizes:  S, M, L, XL, 2X, 3X

The Tillman’s 1332 TIG glove is designed so that Touch, feel, comfort and 
dexterity is emphasized with ANSI A6 cut resistance. 
We started with incredibly soft and supple goat skin that delivers a great 
sense of touch and feel. 
 
The palm, fingers, back of hand and the cuff are lined with a Para Aramid 
lining for ANSI A6 cut resistance and Level 3 puncture and Level 3 abrasion 
protection.

A glide patch provides heat relief on the side of the palm and protects the 
side of glove when resting on a welding table or hot metal.

Premium Goatskin  
TIG Welding Glove
With ANSI A6 Cut Resistance
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▪ Oil pipelines
▪ Demolition & salvage
▪ Shipyards
▪ Manufacturing
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Warning — Gloves are cut-resistant, not cut proof. Extreme caution should be used when handling sharp objects and around machinery.  Read, understand and follow all labels and instructions prior to use.  Inspect gloves 
before each use and remove from service if there is any evidence of damage or excessive wear.
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Prop 65 Warning: This product can expose you to chemicals Hexavalent Chromium (Chromium 6), which is known 
to the State of California to cause cancer and birth defects or other reproductive harm. For more information go 
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Premium Goatskin 
TIG Welding Gloves 
with ANSI A6 Cut Resistance

1332

Technical Specifications
Glove Material: Premium top grain Goatskin
Cuff Material:  Split Cowhide
Lining:  Para-Aramid
Stitching: DuPont™ Kevlar®

Closure: Cinched cuff

Applications
• Construction sites
• Wind energy
• Utility Crews
• Fabrication
• Steel Mills
• Oil & gas

• Oil pipelines
• Demolition & salvage
• Shipyards
• Manufacturing

Packaging Information


