with ANSI A2
Cut Resistance

TI LLMAN © 1772 | Cold Weather, High-Vis Hand Protection

SPECIFICATION SHEET

Description EN 511
The Tillman 1772 cold weather work gloves feature a 13-gauge
outer, seamless shell construction with ANSI A2 Cut Resistance. An
acrylic lining provides comfort to the user and excellent thermal
insulation for warmth and the sandy nitrile coating offers an
excellent grip in dry, wet and oily applications.

Features

= Smooth blue % nitrile coating helps keep hands dry.

= Sandy nitrile coating provides superior grip in dry, wet and oily
applications.

= Knit wrist helps prevent dirt and debris from entering the glove.
= Hi-Vis coloring allow the users hands to be seen.

= Great thermal qualities.

= Evaporates moisture from the skin.

= Extra softness for comfort that won’t chafe.

= Able to launder extending the life of the glove.

= Size S, M, L, XL, 2X.

Performance Data

ANSI - 105 (2016) EN 388: 4341
Cut Resistance - A2 Abrasion Resistance -4  Tear Resistance - 4
Cut Resistance - 2 Puncture Resistance - 2

Technical Specifications Applications
Glove Material: High-Vis 13-gauge polyester = Refridgerated areas = Construction
Inner Liner 10-gauge High-Viz yellow acrylic terry = Manufacturing = Material handling
Outer Coating: Sandy Nitrile = HVAC » Parts handling
Inner Coating: Smooth Nitrile = Warehouse work = Shipping & Packing
Construction: Seamless Knit « Farm & Ranch
Cuff Style: Knitted
Packaging Information

Piece Information Inner Pack Info - 12 Pcs Master Pack Info - 72 Pcs
Size SKU Piece UPC L w H Wt Inner Pk UPC L w H Wt Master Pk UPC L w H Wt
Small 17725 608134177225 | 9.7" | 43" | 0.5 | .271lbs | 10608134177222 | 11" | 55" | 8 | 3.21bs | 20608134177229 | 17" [12.5" | 17" [19.20lbs
Medium 1772M 608134177218 | 10" | 46" | 0.6 | .281bs | 10608134177215 | 11" | 5.5" | 8.5 | 3.41bs | 20608134177212 | 17" [12.5" | 17" [20.401lbs
Large 1772L 608134177201 [10.25"| 4.8" | 0.8 | .301lbs | 10608134177208 | 11" | 5.5" | 9" | 3.6lbs | 20608134177205 | 17" [12.5" | 17" |21.60Ibs
X Large 1772XL | 608134177249 | 10.5" | 5.0" | 0.9 | .321bs | 10608134177246 | 11" | 5.5" | 9" | 3.81bs | 20608134177243 | 17" | 12.5" | 17" [22.801Ibs
2X Large 17722XL 608134177256 | 10.7" | 5.2" 1 .33 Ibs | 10608134177253 | 11" | 5.5" | 9" | 4.0lbs | 20608134177250 | 17" | 12.5"| 17" |24.00 Ibs
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Warning — Gloves are cut-resistant, not cut proof. Extreme caution should be used when handling sharp objects and around machinery. Read, understand and follow all labels and instructions prior to
use. Inspect gloves before each use and remove from service if there is any evidence of damage or excessive wear.
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