TILLMAN® 1403 WINTER DRIVERS

SPECIFICATION SHEET GLOVES

Soft and abrasion resistant goatskin on the Tillman
1403 Winter Glove offers the user the comfort and
dexterity required for the most demanding of tasks
performed in cold weather.

To help keep hand dry, WaterShield™, a molecular
coating is impregnated into the leather for
outstanding water and liquid resistance. 100 Gram
Thinsulate C40 insulation keeps hands warm in
cold winter weather.

FEATURES
» Supple top grain Goatskin that offers durable protection for * 100 grams of 3M Thinsulate insulation keeps hands warm
the hand. on cold winter days.

« Shirred elastic wrist provides a secure fit and aids in keeping

» Goatskin outwears other leathers of the same weight and .
debris and snow out of the glove.

offers outstanding tactile sensitivity in cold weather.
« A flexible keystone thumb allows greater movement for

» WaterShield™, a molecular coating, is impregnated into the '
enhanced dexterity.

leather to resist water and liquid from penetrating the leather
keeping hands dry.

APPLICATIONS GLOVE INFORMATION VARIANCE MEDIUM  LARGE XL

« Construction Glove Length +-1/8" 9.5" 10" 10.5" 11"

« Industry Palm Width +-1/8" 4.25" 4.5 5" 5.25"

* Maintenance Collar Color

* Auto repair

* Equipment operators GLOVE SIZING L':n::uRsPlg?lg Nllall\;;ﬁgl?::

* Truck drivers SIZE SKU uPC Pc. Wt. L w H Wt. L w H Wt.

* General use with public utilities Medium | 1403M | 608134140317 | 0.361bs. | 11.5" | 55" | 11" | 4.341bs. | 15.5" | 12.5" | 25.5" | 26.25 Ibs.

* Municipal services Large 1403L | 608134140307 | 0.391bs. | 115" | 55" [ 11" | 4.701bs. | 15.5" | 125" | 25.5" | 29.00 Ibs.

« Farm & Ranch XLarge | 1403XL | 608134140348 | 0.421bs. | 115" | 55" | 11" | 5.04 bs. | 155" | 12.5" | 25.5" | 31.25 Ibs.

* General construction work 2XLarge | 14032X | 608134140338 | 0.461bs. | 11.5" | 55" [ 11" | 5.521bs. | 15.5" | 12.5" | 25.5" | 34.25 Ibs.

MATERIALS PERFORMANCE DATA: CARE INSTRUCTIONS
GLOVENATERIAL . [
GAUGE N/A and left to airdry. The user can also apply a
oLV L N A B WaterShield™ waterproof EN388 leather conditioner after washing for enhanced

soating N/A performance.

CONSTRUCTION [l WolorShiold™ waterproot aonting coukd bo
CUFF STYLE Slip-on with elastic scrubbed off.

WARNING

Read, understand and follow all labels and instructions prior to use. Inspect products before each use and remove from service if there is any evidence of damage or
excessive wear. Extreme caution should be used when handling sharp objects and around machinery.
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