
SPECIFICATION SHEET

Description

ANSI - 105 (2016)
Cut Resistance - A7

Glove Material: Top grain Cowhide palm and split back
Cuff Material: Split Cowhide
Lining: DuPont™ Kevlar®
Stitching: DuPont™ Kevlar®
Closure: Straight cuff

Size SKU L W H Wt L W H Wt L W H Wt

Small 1357S 11.25 4.50 0.50 .28 lbs 11.25 4.50 8.50 6.20 19.00 12.00 17.00 37.20

Medium 1357M 11.50 4.75 0.50 .28 lbs 11.50 4.75 8.50 6.80 19.00 12.00 17.00 40.80

Large 1357L 11.75 5.00 0.50 .30 lbs 11.75 5.00 8.50 7.30 19.00 12.00 17.00 43.80

X Large 1357XL 12.00 5.25 0.50 .32 lbs 12.00 5.25 8.50 7.70 19.00 12.00 17.00 46.20

2X Large 13572X 12.25 2.50 0.50 12.25 2.50 8.50 8.00 20.00 13.00 17.00 48.00

3X Large 13573X 12.50 5.75 0.50 .33 lbs 12.50 5.75 8.50 8.30 20.00 13.00 17.00 49.80

755

DuPont™, Nomex® and Kevlar® are trademarks or registered trademarks of E.I. du Pont de Nemours and Company.

•  MIG Welding
•  Torch work
•  Plasma cutting
•  Brazing
•  General welding

Packaging Information
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608134135713 NA

608134135720

608134135706

608134135768

Piece Information

Master Pk UPC

Inner Pack Info - 12 Pr Master Pack Info - 72 Pr

NA

NA

NA

Performance Data

Proven MIG glove design with a DuPont™ 
Kevlar®  lining for ANSI A7 Cut 
Resistance.

1357

•  Fabrication
•  Welding or handling sharp 
components
•  Use where all leather gloves 
are used

608134135744 NA

NA

Inner Pk UPC

NA

NA

NA

NA

Warning — Gloves are cut-resistant, not cut proof. Extreme caution should be used when handling sharp objects and around machinery.  Read, understand and follow all labels and instructions prior 
to use.  Inspect gloves before each use and remove from service if there is any evidence of damage or excessive wear.

Technical Specifications Applications

Features

Piece UPC

Tillman's 1357 premium Cowhide MIG glove has a DuPont™ 
Kevlar® lining for durable ANSI A7 Cut Resistance.   The design 
of the 1357 offers a comfortable fit while lessening the fatigue 
welders experience with long welds.  The 1357 is soft and 
pliable and delivers the excellent tactile performance you 
expect from Tillman.  

▪ ANSI A7 cut resistance is achieved with a Dupont™ Kevlar® 
lining for unbeatable cut resistance, dexterity and comfort.
▪ Long lasting top grain Cowhide palm and fingers is soft and 
pliable and provides excellent tactile performance you expect 
from Tillman.  
▪ Flexible wing thumb allows greater movement for a great grip 
on the gun or torch.
▪ Top grain seamless index finger provides a natural feel on the 
trigger.
▪ Sewn with DuPont™ Kevlar® for added strength and resistance 
to spark and spatter for a longer life of the glove.
▪ Offered in sizes S, M, L, XL, 2X and 3X.

608134135751 NA NA

Prop 65 Warning: This product can expose you to chemicals Hexavalent Chromium (Chromium 6), which is 
known to the State of California to cause cancer and birth defects or other reproductive harm. For more 
information go to www.p65warnings.ca.gov
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