TI LLMAN ° 1340/ Top Grain Goatskin MIG Glove

With OilShield™ Protection and

SPECIFICATION SHEET ANSI A7 Cut Resistance

Description ANSI ABRASION ANSI PUNCTURE

Tillman's 1340 premium Goatskin MIG gloves have a Para Aramid
lining for ANSI A7 Cut Resistance and are protected with QilShield, a
molecular additive that repels oil grease and liquids from penetrating
leather. Tillman’s QilShield coating causes oil and liquids to bead off
the leather keeping hands protected, clean and dry.

Tillman's QilShield is infused into the leather during the tanning

process so the leather is thoroughly treated. OilShiled will not wash
off. As gloves and leather wear, QilShiled is still protecting.
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* Premium top grain Goatskin
= OilShield oil and liquid-resistant treatment is added in the
tanning process for deep protection
* Para-aramid on the palm, back of hand, fingers and cuff
* Thumb strap reinforcement is added for strength
= Glide patch resists heat build up for greater comfort
= Flexible straight thumb allows greater movement for a great
grip on the gun or torch
* Black leather looks cool and hides dirt and grime
= Sewn with DuPont™ Kevlar® for added strength
» Sizes: S, M, L, XL, 2X
Performance Data
ANSI - 105 (2016)

Cut Resistance - A7 Puncture Resistance - 4
Abrasion Resistance -4

Technical Specifications Applications

Glove Material: Top grain Goatskin = Construction sites = Road construction

Cuff Material: Split Cowhide = Wind energy = Demolition & salvage
Coating: Oilshield = Utility crews = Farming & Agriculture
Lining: Para-aramid = Fabrication = Shipyards

Stitching: DuPont™ Kevlar® = Steel Mills = Railway and metro workers
Closure: Straight cuff « Oil & Gas » Manufacturing

Packaging Information

Piece Information Inner Pack Info - 6 Pcs Master Pack Info - 72 Pcs
Size SKU Piece UPC L W H Wt Inner Pk UPC L W H Wt Master Pk UPC L W H Wt
Small 1340S 608134134020 11.00| 4.75 0.75 NA 11.00( 4.75 6.5 4.00 NA 13 13 23 24.00
Medium 1340M 608134134013 11.50| 5.00( 0.75 NA 11.50( 5.00 6.5 4.10 NA 13 13 23 24.60
Large 1340L 608134134006 12.00| 5.25( 0.80 NA 12.00( 5.25 9.6 4.20 NA 13 13 23 25.19
X Large 1340XL 608134134044 12.50| 5.50( 0.80 NA 12.50( 5.50 9.6 4.32 NA 13 13 23 25.95
2X Large 13402X 608134134051 13.00| 5.75( 0.80 NA 13.00( 5.75 9.6 4.83 NA 13 13 23 29.00

Prop 65 Warning: This product can expose you to chemicals Hexavalent Chromium (Chromium 6), which is
known to the State of California to cause cancer and birth defects or other reproductive harm. For more
information go to www.p65warnings.ca.gov

DuPont™, Nomex® and Kevlar® are trademarks or registered trademarks of E.I. du Pont de Nemours and Company. =
TILLMAN"
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Warning — Gloves are cut-resistant, not cut proof. Extreme caution should be used when handling sharp objects and around machinery. Read, understand and follow all labels and instructions prior to
use. Inspect gloves before each use and remove from service if there is any evidence of damage or excessive wear.
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